
Queued (T)  
One high-pitched tone. Call queued for 
processing. 

Autokey (T) One mid-pitched tone. Queued call received 
channel assignment. 

System 
Busy (T) 

Three low-pitched tones. System busy or unable 
to complete the call. 

Call 
Denied (T) 

One low-pitched tone. Radio not authorized on 
the system or group. 

Carrier 
Control 
Timer (B) 

Five high-pitched tones and one long low-
pitched tone. PTT pressed for too long. 

Low 
Battery (B) 

One low-pitched and one short mid-pitched 
tone. Low battery. Replace battery immediately. 

TX Low 
Battery  
Alert (B) 

Transmit Lockout: One low-pitched tone after 
PTT. Battery too low to transmit. 

 

  
 

Display and Status Icons 

 

 Radio is transmitting.  

 
Radio is transmitting/receiving a call. 
Flashing – call has been queued. 

 T99 Mode enabled. 

 Channel Guard (CG) enabled. 

 Steady – Trunked system in Failsoft™ mode.   

 
Selected group/channel is set at low power TX. 
If icon is not visible, TX is at high power. 

 

selecting 
systems or groups/channels (set during 
programming). 

Emergency/ 
Home Button 

Programmed to declare an emergency or 
select a pre-set Home group/system. Either 
one can be assigned to this button. 

PTT Button The PTT button is pressed to transmit. 

Option Button Pre-programmed to activate one software 
option. 

Clear/Monitor 
Button 

Trunked mode: Used to exit the current 
operation and terminate special calls. 
Conventional mode: Used to monitor channels 
and temporarily remove Channel Guard 
decoding from a channel. 

 

  
 

Radio Keypad Functions 

 
Locking/Unlocking Keypad 
1. Press the  button. 
2. Within 1 second, press  on the side of the radio. 

 
 

 

Selects systems, groups, or channels. 
Secondary Function: Changes the selection for an 
item within a list. 

 
Accesses the pre-stored menu.  
Secondary Function: Activates a selected item 
within a list (similar to an “Enter” key). 

 Selects a specific system. 

 Selects a specific group. 

 Toggles SCAN operation on and off. 

 
Enables or disables Private Mode for the 
system/group/channel displayed. 

 
Adds groups or channels from the currently selected 
system to the scan list. 

 

Accesses the status list (0-9). The Status key 
permits the transmission of a pre-programmed 
status message to a trunked site. 
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