
speaker - mic, or headset.  

Emergency 
Button  

Pre - programmed to declare an 

emergency.  

Group 
Selector  

or  
Menu 

Navigation  

While in the dwell display, scrolls 
through available talk groups. 
Scrolls through selections within the 
active menu (available talk groups, 
pre-programmed speed dial numbers, 
canned alert messages, etc.). 

 

If enabled via programming, functions 
same as above.  
or 
Increases/decreases display 
brightness. 

MENU Button  Activate current selection. 

 
Depending on programming, scrolls 
through available menu items. 

OPTION 
CLEAR 

Scrolls through available menu items. 

0 – 9 

Used to place telephone interconnect 
and individual (unit-to-unit) calls. 
Functions as a telephone keypad. Also 
used to enter passwords for logging into 
the OpenSky network (if not pre-
configured for automatic registration at 
power-up). 

  
Radio Controls (Con’t)  

SCAN Toggles the Scan Mode ON/OFF. 

Pre-Set 
Buttons  
A/B/C 

These buttons are used to store and recall 
user-selectable parameters. 
Preset button C can be configured via 
programming to reboot the radio into a 
particular application mode. 

 
Radio Scan Modes  

Scan Mode  Explanation  

No Scan 

Eliminates distractions. 
Full communications (transmit and 
receive) on selected talk group. 
No calls received from other talk groups. 

Normal  
(Default) 

Scan all talk groups in the active profile 
that are not locked out as long as there is 
demand on the site. 
Priority (P1, P2, and P3) groups are user 
selectable. 
Receive calls from more than one talk 
group, if available from the current site. 
Allows dragging of the selected talk group, 
P1, P2, P3, and default emergency talk 
groups to the site on which the radio is 
registered. (If other calls are available at 
the site, they also can be heard but they 
are not be actively dragged.) 
The default emergency talk group, as well 
as any emergency-enabled talk groups, is 
only dragged if it is in emergency mode. 

Fixed 

Functions the same as Normal Scan 
Mode, except the priority groups are fixed 
to the selected profile’s pre-defined P1 
and P2 groups (configured via the UAS).  

 

  
DTMF Keypad Functions  

*0 Log-off command: *0## (Logs the user off the 
system) 

*1 
Log-in command: *1<User ID> # <Password> 
## (Required for encryption) 

*2 Status Message: *2 <0...9> # 

*4 

Enter Scene of Incident (SOI) Mode: 
*4#<cc>#<bb># where cc is the SOI channel 
number and bb is the number assigned to 
each frequency band. Press *40# to exit SOI. 

*5 RTT Message: *5 <0...9> #  
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Radio Controls – User Interface  

 
Figure 1: System Model Control Head*  

*The Scan Model Control Head (not shown) does not have a 
DTMF keypad. 

 
Keypad Lock/Unlock  

1. Press the MENU button. 

2. While the MENU button is pressed, within one second press 
the OPTION button.  

3. A brief message will be displayed on the 2nd line of the 
display (Kypd Lck, Kypd Unlck). 

Radio Icons  

 
Antenna Icon 

Indicates data registration. 

 
Volume bars – indicate relative volume level. 

RSSI bars appear to the right of the Antenna icon. 

  
 

Radio Controls  
Button function may vary depending upon radio 

configuration . 

Power/  
Volume Dial  

Twist clockwise to power on radio and 
increase volume. 
Twist counter-clockwise to decrease 
volume and power off radio. 

Microphone 
Connection  

Connect hand-held, hands-free 
speaker-mic, or headset. 

Emergency 
Button  

Pre-programmed to declare an 
emergency. 

Group 
Selector  

or  
Menu 

Navigation  

While in the dwell display, scrolls 
through available talk groups. 
Scrolls through selections within the 
active menu (available talk groups, 
pre-programmed speed dial numbers, 
canned alert messages, etc.). 

 

If enabled via programming, functions 
same as above.  
or 
Increases/decreases display 
brightness. 

MENU Button  Activate current selection. 

 
Depending on programming, scrolls 
through available menu items. 

OPTION 
CLEAR 

Scrolls through available menu items. 

0 – 9 

Used to place telephone interconnect 
and individual (unit-to-unit) calls. 
Functions as a telephone keypad. Also 
used to enter passwords for logging into 
the OpenSky network (if not pre-
configured for automatic registration at 
power-up). 

  
Radio Controls (Con’t)  

SCAN Toggles the Scan Mode ON/OFF. 

Pre-Set 
Buttons  
A/B/C 

These buttons are used to store and recall 
user-selectable parameters. 
Preset button C can be configured via 
programming to reboot the radio into a 
particular application mode. 

 
Radio Scan Modes  

Scan Mode  Explanation  

No Scan 

Eliminates distractions. 
Full communications (transmit and 

number # (PTT to dial) 

*9 
Public Switched Telephone Network (PSTN) 
Call command. (See Operator’s Manual) 

*32 
Begin Manual Encryption command:  
*32<Pre-determined Encryption Key>#  

*33 End Manual Encryption command: *33# 

Quick Buttons  

1# Transition to ECP Mode 

2# Stealth Mode On/Off 

3# Scan Mode On/Off 

4# Lights/Tones On/Off 

5# 
Set the current active profile to the default 
profile in the personality as defined in the 
UAS. 

7# 
Transmit the RTT Automatic Normal Message 
to the console. 

8# 
Transmit the RTT Automatic Priority Message 
to the console. 
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