
Indicators  
Transmitter enabled –  O N  w h e n  t h e  r a d i o  i s  

t r a n s m i t t i n g .   

BSY 
Indicators  

BUSY -  O n  i n d i c a t e s  a  c a r r i e r  i s  b e i n g  r e c e i v e d  

( t h e  c h a n n e l  i s  b u s y ) .    

 

Status Icons  

 
Indicates selected group or channel is in scan list. 

 
Indicates selected group or channel is programmed 
as Priority 2 in scan list. 

 
Indicates selected group or channel is programmed 
as Priority 1 in scan list. 

 
Indicates the EDACS system is in Failsoft™ mode 
(if enabled through programming). 

 Volume bars – indicates relative volume level. 

 
 

  
 

Status Icons ( continued ) 

 
Scan mode enabled. 

 
Indicates the current channel is set up as an analog 
channel. 

 
Indicates the current channel is set up as a 
ProVoice channel. 

 
Receiving or transmitting Encrypted Calls. 

 
Indicates a conventional channel enabled with 
Channel Guard Function. 

 

Indicates the current channel is set up as a P25 
channel. 

 
 

Radio Keypad Functions  

CLR 
or  

CLEAR 

In Trunked mode, the CLR button exits the current 
operation and removes all displays associated 
with it.  In Conventional mode, pressing this button 
unmutes the receiver so activity on the selected 
channel can be monitored.  Press and hold for 
approximately 3 seconds to toggle conventional 
channel decoding (Channel Guard, Digital 
Channel Guard, T99) ON and OFF if programmed 
for the selected channel.  

 
Used to declare emergencies if enabled through 
programming. 

DIS Used to show the key ID and whether or not it is 
valid or available. 
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