
Tactical Video Processor (TVP)

GENERAL
Video Input NTSC/PAL analog video

Compression ITU H.264 (MPEG-4 Part 10/AVC)

Transport Protocol MPEG-2 transport stream

Video Protocol RTP / RTSP

Digital Video Output USB 1.1

Frame Rate 5–30 fps (frames per second)

Frame Size NTSC: 704 x 480 to 352 x 240 
PAL: 704 x 576 to 352 x 288

Streaming Bit Rate 64 kbps – 1 Mbps

Storage 8 hours of 1 Mbps / 30 fps video

Bullet Camera Power Supply Output 12 VDC @ 250 mA

Battery Life  
(using supplied bullet camera —  
constant stream/storage)

High-capacity lithium-ion battery: 8 hours

SPECIFICATIONS
Dimensions (without battery) 3.5 H x 3 W x 1.3 D in (8.9 H x 7.6 W x 3.3 D cm)

Weight (without battery) 8.5 ounces (0.25 kg)

Color Black

ENVIRONMENTAL
Temperature -22°F to 140°F (-30ºC to 60ºC)

Standards MIL-STD-810G

Immersion 1 m (3 ft)

KIT CONTENTS
Tactical Video Processor Module

Rechargeable lithium-ion battery (optional charger)

Programming cable

Operator’s card

ANCILLARIES KITS (sold separately)

RF-7400E-IK001 Bullet Camera Imager Kit
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