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3.0 REFERENCES

3.1 Internal References

POL-3.1-1 AS9100 QMS Manual (ACSS)

QM L3Harris Aviation Products, Inc. Quality Manual
INF-14.1-6 Supplier Assessment

0621Q Supplier Control

INS-10-3 Maintaining ERP System Part Data
CAS-QA-SOP-004 Supplier Quality Manual
FO01-CAS-QA-SOP-005 CAS Avionics VOR Codes

3.2 Industry Documents

AS9100(D) Quality Management Systems —
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5.10 MATERIAL CERTIFICATION

CODE
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5.15 SOURCE INSPECTION AND DELEGATION

CODE
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i Serial numbers recorded

Peripheral Cards

Packaging inspection (part number, evidence of tampering, etc.)
Mechanical dimensions (3 parts minimum per lot)

Visual Inspection (100%) for indications of prior usage/refurbishment/counterfeiting including damage to:
O Components visible on circuit cards when applicable
O Interface connector(s)/contact(s)

I Manufacturer label bar code information verification

= —a _—a

If suspect/counterfeit parts are furnished under this subcontract and are found in any of the goods delivered hereunder, such items will be
impounded by Buyer. The Seller shall promptly replace such suspect/counterfeit parts with parts acceptable to the Buyer and the Seller
shall be liable for all costs relating to the removal and replacement of said parts as specified in the subcontract requirements or
Distributor’s insurance policies. Buyer reserves all contractual rights and remedies to address grievances and detrimental impacts
caused by suspect/counterfeit parts.

Seller shall report all occurrences of Counterfeit parts to GIDEP and ERAL.
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6.4 Appendix D: Test Lab Purchase Order Clause — Mechanical Parts and Materials

Manufacturer specifications and parameters shall be used as applicable for part and material requirements. Recorded evidence of all testing
performed shall be included with each shipment.

The following inspections and tests are required for mechanical parts and materials by an accredited third party testing facility:
1 Packaging inspection (part number, evidence of tampering, etc.)

1 Part/Packaging marking inspection for evidence of remarking or alterations (part number, mfg. name, trademark or logo, lot or date
code, grade, etc.) - sample of 3 pieces per lot for part markings.

1 Mechanical parts external visual inspection (100%) for damage, wear, contamination, or use.

1 Mechanical parts dimensional inspection — selected critical dimensions shall be verified per manufacturer specifications on a sample
of 3 pieces per lot.

1  Plating Verification (e.g., XRF) - sample of 3 pieces per lot.

1 Base material verification (certification of composition/chemical analysis, heat treatment, hardness testing, tensile strength, torque
testing, magnetic particle, etc. as applicable per material specification) - sample of 1 piece per lot.

1 Mechanical Item Test Verification (if required by the item specification) - sample of 1 piece per lot.

Seller shall report all occurrences of Counterfeit parts to GIDEP and ERAL.
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